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• Matching return for PV, PP, and PM supply diffusers

• Hinged / removable face allows for easy access to damper

• Optional square damper is shipped loose and field mounted

• Model PR is all steel construction

• Model APR is steel backpan with aluminum face

• Standard finish is white 

PR, APR Square Neck 
Perforated Return 
24 x 24 Module Size
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SEE FRAME DETAIL FOR
TYPICAL OVERALL

DIMENSIONS

PR APR

Side View/Damper Detail, SF Frame

EARTHQUAKE TAB
2 PLACES

3"

DUCT SIZE
LESS 1/8"

OPTIONAL
DAMPER

           23"
TYPICAL OF ALL FRAME STYLES

1/4"
1"

25"

23-3/4"

23"

INTEGRAL SPLINE 2 SIDES
23-3/4"

23-15/16"

23-3/4"

3/8" 23"

Frame TG** (Tegular)

Frame PL (Spline)

Frame LT (Lay-in-T-Bar)

Frame SF (Surface Mount)

Frame Detail:
24 x 24 Module Size

**NOTE: Frame TG not
available for Model APR

*minimum ceiling opening 23-1/4"

SPRING
RETAINER

Face Hinge Detail

1/4"
1/8"3/16"

7/16"
7/32"

Perforated Pattern Detail
(51% free area)

DIA. HOLES
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